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Certain advanced and interactive dig-
ital cable services such as video-on-de-
mand, a cable operator’s enhanced pro-
gram guide and data-enhanced tele-
vision services may require the use of a 
set-top box. For more information call 
your local cable operator.’’ 

[68 FR 66733, Nov. 28, 2003] 

Subpart C—Intentional Radiators 
§ 15.201 Equipment authorization re-

quirement. 
(a) Intentional radiators operated as 

carrier current systems, devices oper-
ated under the provisions of §§ 15.211, 
15.213, and 15.221, and devices operating 
below 490 kHz in which all emissions 
are at least 40 dB below the limits in 
§ 15.209 shall be verified pursuant to the 
procedures in Subpart J of part 2 of 
this chapter prior to marketing. 

(b) Except as otherwise exempted in 
paragraph (c) of this section and in 
§ 15.23 of this part, all intentional radi-
ators operating under the provisions of 
this part shall be certificated by the 
Commission pursuant to the proce-
dures in subpart J of part 2 of this 
chapter prior to marketing. 

(c) For devices such as perimeter pro-
tection systems which, in accordance 
with § 15.31(d), are required to be meas-
ured at the installation site, each ap-
plication for certification must be ac-
companied by a statement indicating 
that the system has been tested at 
three installations and found to com-
ply at each installation. Until such 
time as certification is granted, a 
given installation of a system that was 
measured for the submission for cer-
tification will be considered to be in 
compliance with the provisions of this 
chapter, including the marketing regu-
lations in subpart I of part 2 of this 
chapter, if tests at that installation 
show the system to be in compliance 
with the relevant technical require-
ments. Similarly, where measurements 
must be performed on site for equip-
ment subject to verification, a given 
installation that has been verified to 
demonstrate compliance with the ap-
plicable standards will be considered to 
be in compliance with the provisions of 
this chapter, including the marketing 
regulations in subpart I of part 2 of 
this chapter. 

(d) For perimeter protection systems 
operating in the frequency bands allo-
cated to television broadcast stations 
operating under part 73 of this chapter, 
the holder of the grant of certification 
must test each installation prior to ini-
tiation of normal operation to verify 
compliance with the technical stand-
ards and must maintain a list of all in-
stallations and records of measure-
ments. For perimeter protection sys-
tems operating outside of the fre-
quency bands allocated to television 
broadcast stations, upon receipt of a 
grant of certification, further testing 
of the same or similar type of system 
or installation is not required. 

[54 FR 17714, Apr. 25, 1989, as amended at 68 
FR 68546, Dec. 9, 2003] 

§ 15.202 Certified operating frequency 
range. 

Client devices that operate in a mas-
ter/client network may be certified if 
they have the capability of operating 
outside permissible part 15 frequency 
bands, provided they operate on only 
permissible part 15 frequencies under 
the control of the master device with 
which they communicate. Master de-
vices marketed within the United 
States must be limited to operation on 
permissible part 15 frequencies. Client 
devices that can also act as master de-
vices must meet the requirements of a 
master device. For the purposes of this 
section, a master device is defined as a 
device operating in a mode in which it 
has the capability to transmit without 
receiving an enabling signal. In this 
mode it is able to select a channel and 
initiate a network by sending enabling 
signals to other devices. A network al-
ways has at least one device operating 
in master mode. A client device is de-
fined as a device operating in a mode in 
which the transmissions of the device 
are under control of the master. A de-
vice in client mode is not able to ini-
tiate a network. 

[70 FR 23040, May 4, 2005] 

§ 15.203 Antenna requirement. 

An intentional radiator shall be de-
signed to ensure that no antenna other 
than that furnished by the responsible 
party shall be used with the device. 
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